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neoECU 10
ローコスト組込ECU
neoECU 10は、CAN(2ch)、LIN、K-Line、アナログ入
力、PWM出力を備えた、スクリプト対応のローコス
トECUノードです。Vehicle SpyのCore Miniエンジンを
搭載し、迅速なセットアップが可能です。

利用例:
● ゲートウェイノード
● ノードシミュレータ
● 全自動テスタ
● ECU代替

特長:
● 40 MIPS DSP
● 動作電圧：6.0-26.5V

(設定により拡大可能)
● 0-26Vアナログ入力 x4 (入力インピーダンス800K)
● 0-VBATT PWM出力 x6 (50mAローサイドドライバ)
● MISC Buttons external wired x2

(two internal buttons)
● LED x5
● CANチャンネル：SWCAN, LSFTCAN, DWCAN間で
選択可能

● LIN/K-Lineチャンネル：1chに加えL-Line x1を
外部ドライバ導入により使用可能

● MISC I/O x2 (汎用IO)
● スリープモード時消費電力：5 mA

(200 uAのハイバネートモードも可)
Vehicle Spy 3ソフトウェアは、neoECU 10の設定の上
で、ユーザフレンドリな環境を提供します。
上図の様な、グラフィカルなスクリプト作成環境を通
じて、マウスクリックのみの迅速・簡単なプロトタイ
ピングを支援します。

  1    SW CAN
  2    MISC WAKE
  3    LSFT CAN H
  4    LSFT CAN L
  5    PWM IO 1
  6    PWM IO 2
  7    MISC 1
  8    LIN
  9    DBG CLK

19   PWM IO 4
20   PWM IO 5
21   PWM IO 6
22   AIN 3
23   AIN 4
24   DBG RESET
25   V BATT

10   AIN 1
11   AIN 2
12   DEBUG DATA
13   GNDA
14   DW/LS/SW CAN H
15   DW/LS CAN L
16   DW CAN H
17   DW CAN L
18   PWM IO 3

ピン配置
Ordering Information:

Part Number  Description
neoECU-10-HHL+ neoECU-10 device with 2 DW CAN channels 

neoECU-10-HHL+X neoECU-10 device with 2 DW CAN channels (              )
neoECU-10-HLSL+  neoECU-10 device with 1 DW CAN channel and 

1 LSFT/SW CAN  channel
neoECU-10-HLSL+X neoECU-10 device with 1 DW CAN channel and 

1 LSFT/SW CAN  channel (VOLUME PRICING)

VOLUME
PRICING

※neoECU 10の運用には、Vehicle Spy Professionalライ
センス、及び１台のneoVIまたはValueCAN3が必須とな
ります。詳細は当社までお問い合わせ下さい。

*Specifications subject to change. Please contact Intrepid for the latest information.


